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FCC Warning

This Equipment has been tested and found to comply with the limits for a
Class-A digital device, pursuant to Part 15 of the FCC rules. These limits
are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy. It may cause harmful interference to radio
communications if the equipment is not installed and used in accordance
with the instructions. However, there is no guarantee that interference will
not occur in a particular installation. If this equipment does cause harmful
interference to radio or television reception, which can be determined by
turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to

which the receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

CE Mark Warning

This is a Class-A product. In a domestic environment this product may
cause radio interference in which case the user may be required to take

adequate measures.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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Chapter 1 Overview

1.1 Introduction

The 16 10/100TX + 2 10/100/1000T/ 100/1000 Mini-GBIC Combo Managed Switch is a
cost-effective solution and meets the high reliability requirements demanded by
industrial applications. The 16 10/100TX + 2 10/100/1000T/ 100/1000 Mini-GBIC Combo
Managed Switch can be easily managed through the Web GUI. Using fiber port can
extend the connection distance that increases the network elasticity and performance. It

also provides the X-Ring function that can prevent the network connection failure.

The MINI-GBIC Advantage

The MINI-GBIC fiber slots provide a lot of flexibility when planning and implementing a
network. The slot can accept any SFP-type fiber module and these modules are
designed for transmitting over distances of either 550m (multi-mode), 10km, 30km, 50km,
70km or 110km (single-mode)—and the slot supports SFP modules for WDM single-fiber
transmissions. This means that you can easily change the transmission mode and
distance of the switch by simply pulling out the SFP module and plugging in a different
module. The SFP modules are hot-swappable and plug-and-play.

High-Speed Transmissions

The 16 10/100TX + 2 10/100/1000T 100/1000 Mini-GBIC Combo Managed Industrial
Switch includes a switch controller that can automatically sense transmission speeds
(10/100/1000 Mbps). The RJ-45 interface can also be auto-detected, so MDI or MDI-X is
automatically selected and a crossover cable is not required. All Ethernet ports have
memory buffers that support the store-and-forward mechanism. This assures that data is
properly transmitted.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600



Dual Power Input

The redundant power input design of 16 10/100TX + 2 10/100/1000T 100/1000 Mini-
GBIC Combo Managed Industrial Switch is with power reserve protection to prevent the
switch device broken by wrong power wiring. When one of power input is fail, P-Fail LED
will turn on and send an alarm through a relay output for notifying user.

Flexible Mounting

16 10/100TX + 2 10/100/1000T 100/1000 Mini-GBIC Combo Managed Industrial Switch
is compact and can be mounted on a DIN-rail or panel, so it is suitable for any space-
constrained environment.

Advanced Protection

The power line of 16 10/100TX + 2 10/100/1000T 100/1000 Mini-GBIC Combo Managed
Industrial Switch supports up to 3,000 Vpc EFT protection, which secure equipment
against unregulated voltage and make systems safer and more reliable. Meanwhile,
6,000 Vpc ESD protections for Ethernet ports make 16 10/100TX + 2 10/100/1000T
100/2000 Mini-GBIC Combo Managed Industrial Switch more suitable for harsh
environments.

Easy Troubleshooting

LED indicators make troubleshooting quick and easy. Each RJ-45 port has 2 LEDs that
display the link status, transmission speed and collision status. Also the three power
indicators PWR1, PWR2 and P-Fail help you diagnose immediately.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600



1.2 Features

System Interface/Performance
RJ-45 ports support auto MDI/MDI-X function
SFP (Mini-GBIC) supports 100/1000 Dual Mode
Store-and-Forward switching architecture
Back-plane (Switching Fabric): 7.2Gbps
1Mbits Packet Buffer
8K MAC Address Table
Power Supply
Wide-range Redundant Power Design
Power Polarity Reverse Protect
Overload Current Protection
VLAN
Port Based VLAN
Supports 802.1Q Tag VLAN
GVRP
Port Trunk with LACP
QoS (Quality of Service)
Supports IEEE 802.1p Class of Service
Per port provides 4 priority queues
Port Base, Tag Base and Type of Service Priority
Port Mirror: Monitor traffic in switched networks
TX Packet only
RX Packet only
Both of TX and RX Packet
Security
Port Security: MAC address entries/filter
IP Security: IP address security management to prevent unauthorized intruder

Login Security: IEEE 802.1X/RADIUS
24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600



IGMP with Query mode for Multi Media Application
Case/Installation

IP-30 Protection

DIN Rail and Wall Mount Design
Spanning Tree

Support IEEE 802.1d Spanning Tree

Support IEEE 802.1w Rapid Spanning Tree
X-ring

X-ring, Dual Homing, and Couple Ring Topology

Provide redundant backup feature and recovery time below 20ms
Bandwidth Control

Ingress Packet Filter and Egress Rate Limit

Broadcast/Multicast Packet Filter Control
System Event Log

System Log Server/Client

SMTP e-mail Alert

Relay Alarm Output System Events
SNMP Trap

Device cold start

Power status

Authentication failure

X-ring topology changed

Port Link up/Link down
TFTP Firmware Update and System Configuration Restore and Backup

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600



1.3 Technical Specification

The technical specifications of 16 10/100/1000T + 2 10/100/1000T 100/1000 Mini-GBIC
Managed Industrial Switch are listed as follows.

Communications

Compatibility

LAN

Transmission Speed

Interface

Connectors

LED Indicators

Network Management

Configuration

VLAN

Redundancy

24-Hour Technical Support: 1-800-260-1312

IEEE 802.3, 802.3u, 802.3ab

IEEE 802.3x, 802.3z, 802.3ad

IEEE 802.1d, 802.1p, 802.1Q

IEEE 802.1w, 802.1x
10/100/1000Base-T, 1000Base-X
Ethernet port: Up to 100 Mbps
Mini-GBIC combo: Up to 1000 Mbps

16 x RJ-45 (6-port 10/100TX)

2 x 100/1000 Mini-GBIC sockets with 2 x RJ-45
Combo (2-port 10/100/1000TX)

6-pin removable screw terminal (Power & Relay)
Unit: PWR, PWR1, PWR2, FAULT, R.M.
Ethernet port: Link/Active, Full Duplex/Collision
MINI-GBIC combo: Link/Active, 1000M(RJ-45

port)

Web browser, Telnet, Serial Console, Windows
Utility, TFTP, SNMP v1/v2c/v3

IEEE 802.1Q, GVRP, Port-based, VLAN
X-Ring (Recovery time < 20ms), Dual Homing,
Couple Ring, 802.1w/d RSTP/STP

International: 00-1-952-941-7600



Security

Traffic Control

Diagnostics

Power

Power Consumption
Power Input
Fault Output

Mechanism

Dimensions (WxHxD)
Enclosure

Mounting
Protection

ESD (Ethernet)
Surge (EFT for power)
Power Reverse

Overload current protection

Environment

Operating Temperature

24-Hour Technical Support: 1-800-260-1312

IP Access security, post security, DHCP Server,
Per Port IP Binding, 802.1X Port Access Control
IGMP Snooping/Query for multicast group
management Port Trunking, Static/802.3ad LACP
Rate limit and storm control

IEEE 802.1p QoS/Cos/TOS/DSCP priority
queuing

IEEE 802.3x flow control

Port Mirroring, Real-time traffic statistic, MAC
Address Table, SNTP, Syslog, E-Mail Alert,
SNMP, Trap, RMON

18 Watts max. @ 12 Vpc
2 x Unregulated +12 ~ 48 Vpc
1 Relay Output

72 x 105 x 152 mm
IP-30, Metal shell with solid mounting kits
DIN-Rail, Wall Mount

6,000 Vpc
3,000 Vpc
Yes

Yes

-10 ~ 60°C (standard model)
-40 ~ 75°C (wide operating temp. model)

International: 00-1-952-941-7600



Operating Humidity

Storage Temperature

Storage Humidity

Certifications

Safety

EMC

Free Fall
Shock

Vibration

24-Hour Technical Support: 1-800-260-1312

5% ~ 95% (non-condensing)
-40 ~ 85°C

5% ~ 95% (non-condensing)

UL, cUL, CE EN60950-1
Class1 / Division 2

FCC Class A

CE EN61000-6-2

CE EN61000-6-4

CE EN61000-4-2 (ESD)
CE EN61000-4-3 (RS)
CE EN61000-4-4 (EFT)
CE EN61000-4-5 (Surge)
CE EN61000-4-6 (CS)

CE EN61000-4-8 (Magnetic Field)
CE EN61000-4-11 (Voltage DIP)

IEC60068-2-32
IEC60068-2-27
IEC60068-2-6

International: 00-1-952-941-7600



1.4 Package Contents

Please refer to the package content list below to verify them against the checklist.
16 10/200TX + 2 10/100/1000T/Mini-GBIC Combo w/ X-Ring L2 Managed Industrial
Switch x 1
User manual x 1
Pluggable Terminal Block x 1
Mounting plate x 2
RJ-45 to DB9-Female cable x 1

Compare the contents of the industrial switch with the standard checklist above. If any

item is damaged or missing, please contact the local dealer for service.
1.5 Safety Precaution

Attention IF DC voltage is supplied by an external circuit, please use a protection device
on the power supply input.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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Chapter 2 Hardware Description

This section describes the Industrial switch’s hardware spec, port, cabling information,

and wiring installation.
2.1 Physical Dimension

16 10/100TX + 2 10/100/1000T/Mini-GBIC Combo Managed Industrial Switch dimension
(W x D x H) are 72mm x 105mm x 152mm

2.2 Front Panel

The Front Panel of the 16 10/100TX + 2 10/100/1000T/Mini-GBIC Combo w/ X-Ring L2

Managed Industrial Switch is shown as below:

Front Panel of the industrial switch

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600



2.3 Bottom View

The bottom panel of the 16 10/100TX + 2 10/100/1000T/Mini-GBIC Combo w/ X-Ring L2
Managed Industrial Switch has one terminal block connector with two DC power inputs

and one fault alarm output.

Bottom Panel of the industrial switch

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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2.4 LED Indicators

The diagnostic LEDs that provide real-time information of system and optional status are
located on the front panel of the industrial switch. The following table provides the

description of the LED status and their meanings for the switch.

LED Color Status Meaning
On The switch unit is power on
PWR Green
Off No power
o The industrial switch is the master of X-Ring
n
group
R.M. Green
off The industrial switch is not a ring master in
X-Ring group
On Power 1 is active
PWR1 Green
Off Power 1 is inactive
On Power 2 is active
PWR2 Green
Off Power 2 is inactive
On Power or port failure
FAULT Red
Off No failure
P17, P18 On A network device is detected.
(RJ-45) Green Blinki The port is transmitting or receiving packets
inking _
(Upper LED) from the TX device.
Off No device attached
Green on 1000M
24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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(Lower LED)

Off 10/100M
On The SFP port is linking
Link/Active
The port is transmitting or receiving packets
(P17, P18 Green Blinks port! _ ting Ving p
SFP) from the TX device.
Off No device attached
On A network device is detected.
The port is transmitting or receiving packets
Green Blinking P _ J 9P
from the TX device.
Off No device attached
P1~ P16
on The port is operating in full-duplex mode.
Amber Blinking Collision of Packets occurs.
off The port is in half-duplex mode or no device

is attached.

24-Hour Technical Support: 1-800-260-1312

International: 00-1-952-941-7600
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Chapter 3 Hardware Installation

In this section, we will describe how to install the 16 10/100TX + 2 10/100/1000T/Mini-
GBIC Combo w/ X-Ring L2 Managed Industrial Switch and the associated installation

points.

3.1 Installation Steps

1. Unpack the Industrial switch

2. Check if the DIN-Rail is screwed on the Industrial switch or not. If the DIN-Rail is not
screwed on the Industrial switch, please refer to DIN-Rail Mounting section for DIN-
Rail installation. If users want to wall mount the Industrial switch, please refer to Wall
Mount Plate Mounting section for wall mount plate installation.

3. To hang the Industrial switch on the DIN-Rail track or wall.

4. Power on the Industrial switch. Please refer to the Wiring the Power Inputs section
for knowing the information about how to wire the power. The power LED on the
Industrial switch will light up. Please refer to the LED Indicators section for indication
of LED lights.

5. Prepare the twisted-pair, straight through Category 5 cable for Ethernet connection.

6. Insert one side of RJ-45 cable (category 5) into the Industrial switch Ethernet port
(RJ-45 port) and another side of RJ-45 cable (category 5) to the network device’s
Ethernet port (RJ-45 port), ex: Switch PC or Server. The UTP port (RJ-45) LED on
the Industrial switch will light up when the cable is connected with the network device.

Please refer to the LED Indicators section for LED light indication.

[NOTE] Make sure that the connected network devices support MDI/MDI-X. If it does not

support, use the crossover category-5 cable.

7. When all connections are set and LED lights all show in normal, the installation is

complete.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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3.2 DIN-Rail Mounting

The DIN-Rail is screwed on the industrial switch when out of factory. If the DIN-Rail is
not screwed on the industrial switch, please see the following pictures to screw the DIN-

Rail on the switch. Follow the steps below to hang the industrial switch.

24-Hour Technical Support: 1-800-260-1312 International: 00-1-952-941-7600
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